COMET COPPER REDUCER TERMINALS (WIRE PIN)

- i - -
N I N 4
=
—— a8 —= k | cl1+c2 —-|
,5.1' m2 @d1 2d3 @b b-1 a k cl+c2 j COMET CAT NO.
2.5 25 47 45 4.0 6 4 10 20 CWPC-1
2.9 2.9 4.7 3.8 3.3 B 4 10 20 CWPC-7
4 2.8 47 4.5 4.0 6 4 10 20 CWPC-15
4 2.8 4.7 3.8 3.3 5 4 10 20 CWPC-16
g 3.1 47 45 4.0 6 4 10 20 CWPC-17
g 3.1 47 3.8 3.3 6 4 10 20 CWPC-18
10 3.8 5.5 45 4.0 9 4 10 23 CWPC-19
10 3.8 5.5 3.8 3.3 9 4 10 23 CWPC-20
10 4.4 6.2 45 4.0 9 4 10 23 CWPC-21
10 4.4 6.2 3.8 3.3 9 4 10 23 CWPC-22
16 5.3 7.1 6.0 5.5 12 5 15 32 CWPC-23
16 5.3 7.1 6.0 55 12 5 20 a7 CWPC-24
16 5.3 7.1 3.8 3.3 12 5 13 30 CWPC-2
25 7.0 9.0 6.0 55 12 - 15 32 CWPC-25
25 7.0 9.0 .5 6.5 12 a 20 37 CWPC-3
35 8.0 10.0 75 6.5 12 5 20 37 CWPC-4
50 9.2 1.2 7.5 6.5 16 5 20 41 CWPC-26
50 10.4 140 140  13.0 18 7 24 49 CWPC-5
70 115 13.8 7.5 6.5 18 5 20 43 CWPC-27
70 1.5 138 M5 105 18 g 25 48 CWPC-6
70 11.5 13.8 115 105 18 5 32 55 CWPC-28
g5 12.8 156 15 105 20 B 25 51 CWPC-29
a5 12.8 156 156  14.0 20 6 27 53 CWPC-8
95 12.8 15.6 7.5 6.5 20 g 22 48 CWPC-31
a5 12.8 156 128 118 20 3 32 58 CWPC-32
120 14.8 17.8 11.5 105 22 g 25 53 CWPC-33
120 14.8 17.8 75 6.5 22 B 22 50 CWPC-34
120 14.8 178 15 105 22 6 32 60 CWPC-35
120 14.8 178 156  14.0 22 £ 32 60 CWPC-36
150 16.0 196 156 14,0 26 6 32 64 CWPC-10
150 16.0 196 M5 105 26 6 32 64 CWPC-37
185 18.0 22.0 15.6 14.0 32 6 32 70 CWPC-30
185 18.0 220 1.5 105 32 6 32 70 CWPC-38
225 20.0 26.0 156 140 38 8 32 78 CWPC-39
225 20.0 260 21.0 180 38 8 42 88 CWPC-46
225 20.0 260 160  15.0 38 8 42 88 CWPC-42
240 22.0 26.0 16.0 15.0 38 8 42 88 CWPC-44
240 22.0 260 156  14.0 38 8 32 78 CWPC-43
300 24.0 287 160 150 42 8 42 92 CWPC-45
300 24.0 28.7 156 14.0 42 8 32 82 CWPC-47
400 27.0 332 156 140 46 12 32 90 CWPC-101

MATERIAL : COPPIZR 15 - 191 FINISH : ELECTRO TINNED



